
TotalFlash
®

Product Submittal Sheet
Description
TotalFlash is a fully integrated flashing & drainage system, pre-assembled 
onto easily installed 5-1/2-foot (5-foot net) panels of flexible flashing.  
TotalFlash is suitable for use at all flashing locations, including base of 
wall, above exterior wall openings and bond beams, in parapet walls, and 
wherever flashing is desirable.
Each 5-1/2-foot panel includes a precisely defined 6-inch lap joint clearly marked to show where to place the 
adhesive beads and a built-in vertical edge dam for greater moisture protection.  One panel is designed as a 
starter panel and is included in every box of TotalFlash along with 100 self-tapping #14 x 2” hex screws with self-
sealing gaskets.
To complete the TotalFlash® Cavity Wall Drainage Solution, stainless steel, cold rolled copper or Kynar®-finish outside drip edge corners, 
14” preformed inside and outside corner boots, universal end dams, and BTL-1 Butyl sealant may be ordered separately.

Short Form Spec
Install all-inclusive flashing/drainage system with adhered Cavity Drainage/Mortar Collection Material, 
Drip Edge, Termination Bar, Weep Tabs with included Fasteners.  Replaces the requirements for Flashing, 
Weeps, Mortar Collection products, Drip Edge and Termination Bar.

Product:  Subject to compliance with requirements, provide “TOTALFLASH® by Mortar Net Solutions™

Manufacturer
Mortar Net Solutions™ - Masonry Division of Keene Building Products
6575 Daniel Burnham Drive, te G.  Portage, IN  46368
Telephone: (800) 664-6638 	 Fax: (219) 787-5088
Email: info@mortarnet.com 	 Website: www.mortarnet.com

Specifier Note: The TotalFlash® Cavity Wall Drainage Solution includes a 12”, 18”, or 24” 45-mil EPDM, 40-mil Rubberized Asphalt, 40-mil Thermoplastic Polyolefin (TPO), 3-mil 
Stainless Steel, or 5-ounce Copper Laminate membrane; recycled polyester 3/16” x 10” MortarNet® drainage mat; drip edge choices of 26-gauge 304 stainless steel, 24-gauge cold 
rolled copper, or 24-gauge Kynar®-finish galvanized steel; colors include Almond, Terra-Cotta, Gray and Tan (all options available separately in 5’ lengths); high strength corrosion and 
UV resistant plastic termination bar or 16-gauge stainless steel termination bar is also available; and no-clog weep tabs. Self-tapping hex head screws are #14 x 2”. 14” preformed inside 
and outside corner boots and universal end dams are made of high-performance membranes.

Substitutions: No substitutions permitted.

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT FOR MASONRY
Masonry Division of 
Keene Building Products

™

 12”

 18”

 24”

 Custom

 PVC

 16-gauge Stainless Steel

 16-gauge Stainless Steel w/Lip

 No Term Bar

 26-gauge Stainless Steel

 24-gauge Kynar Galvanized Steel*

 24-gauge Cold-rolled Copper

 No Drip Edge

*Kynar Galvanized Color Options
 Terra-cotta  Gray
 Almond  Tan

 45-Mil EPDM

 40-Mil Rubberized Asphalt

 40-Mil TPO

 Stainless Steel

 Self-Adhering Stainless Steel

 5oz. Copper

 Other

Specification Title

Project

Firm Phone

Approval Date

General Contractor Bid Date

Comments

Panel Height Membrane Drip Edge Termination Bar
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Product Submittal Sheet
Description
Mortar Net Solutions offers metal drip edge corners that match the profile of our drip edge to help maintain the functionality of the 
flashing installation while creating a clean-looking corner every time.

Manufacturer
Mortar Net Solutions™ - Masonry Division of Keene Building Products
23750 St. Clair Avenue. Euclid, OH 44117
Telephone: (800) 664-6638 Fax: (219) 787-5088
Email: info@mortarnet.com 	 Website: www.mortarnet.com

Specifier Note:  Mortar Net Solutions fixed 90° outside drip edge corners and adjustable drip edge corners are offered in 26-gauge stainless steel, 24-gauge Kynar-coated 
galvanized steel (multiple colors), and 24-gauge Copper.

Substitutions
No substitutions permitted.

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT FOR MASONRY
Masonry Division of 
Keene Building Products

 26-gauge Stainless Steel

 24-gauge Kynar Galvanized Steel

 24-gauge Copper

 90° Fixed

 Adjustable 22° to 325°

Specification Title

Project

Firm Phone

Approval Date

General Contractor Bid Date

Comments

Component (Check all that apply) Material

Metal Drip Edge Corners

KBP_198562_071824



Product Submittal Sheet
Description
CompleteFlash High Corner Boots & End Dams
Mortar Net Solutions™ offers durable Synthetic Rubber or Thermoplastic Polyolefin 
(TPO) 14” high inside/outside preformed corner boots specifically designed for 
masonry cavity walls. Unlike standard 8” corner boots, they extend above the typical 
flashing height, ensuring you can consistently achieve high-quality corners with ease.
Our one-piece preformed end dams are essential for ensuring leak-proof flashing installations and 
systems. They create a secure seal with flashing membranes, preventing water from leaking around lintel 
ends above windows, doors, and other wall openings, as well as at the termination points of flashing 
runs.
Synthetic Rubber is compatible with ethylene propylene diene terpolymer (EPDM), rubberized asphalt, thermoplastic polyolefin (TPO), 
copper (both cold rolled and fabric) and stainless-steel flashings currently on the market.
TPO is compatible with ethylene propylene diene terpolymer (EPDM), thermoplastic vinyl (PVC), thermoplastic polyolefin (TPO), copper 
(both cold rolled and fabric) and stainless-steel flashings currently on the market.

Manufacturer
Mortar Net Solutions™ - Masonry Division of Keene Building Products
23750 St. Clair Avenue. Euclid, OH 44117
Telephone: (800) 664-6638 Fax: (219) 787-5088
Email: info@mortarnet.com Website: www.mortarnet.com

Specifier Note:  CompleteFlash® pre-formed inside and outside corner boots and left, right and universal end dams are made of a synthetic rubber/polypropylene blend or 
Thermoplastic Polyolefin (TPO).

Substitutions
No substitutions permitted.

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT FOR MASONRY
Masonry Division of 
Keene Building Products

™

 14” High Outside Corner Boot

 14” High Inside Corner Boot

 Universal End Dam

 Left End Dam

 Right Dam

 Synthetic Rubber 

 TPO

Specification Title

Project

Firm Phone

Approval Date

General Contractor Bid Date

Comments

Materials Components (Check all that apply)

KBP_962751_071824



Product Submittal Sheet
Description
Mortar Net Solutions’ stainless steel inside & outside corners, and universal end dams help protect from moisture penetration 
at corners and end of runs in flashing installations.  They are manufactured from 26-gauge Type 304 stainless steel for excellent 
durability and are soldered at joints to ensure leak-proof seams.
Install these flashing accessories under the flashing membrane being used.  Their 26-gauge profile will allow for a smoother 
transition as opposed to field fabricated corners and end dams made from 40 or 60 mil flashing materials.
Type 304 stainless steel - ASTM A 240, ASTM A 666, ASTM A 480, ASTM A 167

Manufacturer
Mortar Net Solutions™ - Masonry Division of Keene Building Products
23750 St. Clair Avenue. Euclid, OH 44117
Telephone: (800) 664-6638 Fax: (219) 787-5088
Email: info@mortarnet.com 	 Website: www.mortarnet.com

Substitutions
No substitutions permitted.

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT FOR MASONRY
Masonry Division of 
Keene Building Products

Specification Title

Project

Firm Phone

Approval Date

General Contractor Bid Date

Comments

Stainless Steel Corners & End Dams

KBP_713846_080724

 End Dam

 Inside Corner Boot

 Outside Corner Boot

 Type 304 Stainless Steel
Materials Components (Check all that apply)

Outside Corner

End Dam

Inside Corner

4”

6”
6”

4”

4”

4”

10”

10”
4”

2”



Product Submittal Sheet
Description
BTL-1™ Sealant is a multi-purpose sealant to be applied by traditional means and is easily gunable and tooled. It is a moisture-
curing sealant developed for industrial & commercial uses requiring elasticity, high strength and excellent adhesion.

Short Form Spec
Subject to compliance with requirements, provide BTL-1™ Sealant by Mortar Net Solutions™. BTL-1™ Sealant should be used 
only by experienced masons, water proofers or general contractors.

Manufacturer
Mortar Net Solutions™ - Masonry Division of Keene Building Products
6575 Daniel Burnham Drive Suite G, Portage, Indiana 46368
Telephone: (800) 664-6638 	 Fax: (219) 787-5088
Email: info@mortarnet.com 	 Website: www.mortarnet.com

Substitutions
No substitutions permitted.

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT FOR MASONRY
Masonry Division of 
Keene Building Products

 BTL-1 Adhesive and Sealant: 1 - 10.3 oz. cartridge

Specification Title

Project

Firm Phone

Approval Date

General Contractor Bid Date

Comments

Component (Check all that apply)

BTL-1™ Butyl Sealant

KBP_291684_081324



TotalFlash
®

The patented TotalFlash Cavity Wall Drainage Solution is an all-
in one, factory-assembled masonry cavity wall flashing system 
designed to reduce labor costs and enhance performance com- 
pared to standard through-wall flashing.

The system is versatile and suitable for all flashing locations, in- 
cluding the base of walls, above exterior wall openings, bond 
beams, parapet walls, and any other areas where flashing is 
needed.

Features
•	 Includes: Flashing membrane assembled with a no-clog 

mortar-dropping collection drainage mat, weep tabs, drip 
edge, termination bar with pre-drilled holes, and fasteners into 
a single easy-to-install panel

•	 Customization: Built to the specification of the job using 
virtually any flashing membrane on the market

•	 Repetitive openings: Pre-assembled, custom-sized panels 
designed specifically for the opening’s conditions.  

•	 Water-tight: Proven overlap and termination method 
quickly and easily creates air- and water-tight lap joints and 
terminations

•	 Additional components: CompleteFlash™ 14” inside/
outside preformed High Corner Boots and end dams, 
preformed metal 90° outside drip edge corners or adjustable 
drip edge corners, and BTL-1 sealant are sold separately

Benefits
•	 Time savings: Cuts installation time by at least 50% compared 

to field-installed through-wall flashing pieces and parts
•	 Mortar collection device: Not required with TotalFlash 

system
•	 Restoration: Ideal for restoration projects with a variety of 

standard and custom sizes
•	 Support: TotalFlash is more than just a product. Every 

awarded TotalFlash job includes expert takeoff and assistance 
to ensure a smooth purchasing and installation process. 

Sizes & Packaging
•	 Standard panel height: 12”, 18”, or 24”
•	 Standard panel length: 5-1/2’ (5’ net)
•	 Panels/Box: 10
•	 Starter panel: 1/box for left-to-right installation

Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT
FOR MASONRY

Masonry Division of 
Keene Building Products

™

Masonry Cavity
Wall Drainage Solution 
It’s Much More Than Just Flashing

Select a flashing membrane, termination bar, and 
drip edge. Mortar Net factory assembles all of the 
components and ships to you ready-to-install right 
out of the box.

Complete the system with BTL-1 butyl sealant, 
metal corner drip edge, and CompleteFlash corner 
boots & end dams.

Request technical or takeoff 
assistance
Steven Fechino 
Engineering & Construction Mgr. 
(219) 850-4514 
sfechino@mortarnet.com 



Mortar Net Solutions - Masonry Division of Keene Building Products | www.mortarnet.com | 800-664-6638

MOISTURE MANAGEMENT
FOR MASONRY

Masonry Division of 
Keene Building Products

Complete the System (components sold separately)

CompleteFlash™ Corner Boots & End Dams
•	 TPO, or synthetic rubber/polypropylene blend:

•	 14” High inside/outside Corner Boots

•	 End Dams: right, left, universal

Flashing Membranes
•	 EPDM: 45-Mil synthetic rubber offering superior flexibility and 

durability during cold-weather installations

•	 Rubberized Asphalt: 0.032” rubberized asphalt bonded to 
0.008” polyethylene film, self-adhering, excellent tensile/
elongation/permanence characteristics, temperature resistant to 
245° F

•	 Thermoplastic Polyolefin (TPO): 40-Mil, UV stable

•	 Stainless Steel: 0.003” single sheet of 304 stainless steel bonded 
on one side to a layer of polymeric fabric offering superior tensile 
strength, fire resistant, UV Stable

•	 Copper Laminate: 5 oz. Copper sheet reinforced with 2 layers of 
polypropylene fabric

•	 Other: TotalFlash system can be built with most flashing 
membranes on the market

Termination Bars
•	 PVC: 1 1/4” high x 1/8” thick, UV stabilized, non-migratory 

plasticizers, high strength, corrosion resistant, pre-drilled holes

•	 Stainless Steel: 1” x 16-gauge thick, Flat or Lip,Type 304 2B, pre-
drilled holes 8” on-center, 100% recyclable

•	 Aluminum: Available upon request

Drip Edges
•	 Stainless Steel:  3” x 26-gauge, 3/8” hemmed edge

•	 Cold-rolled Copper:  3” x 24-gauge, 3/8” hemmed edge

•	 Kynar®-coated galvanized steel: 3” x 24-gauge, 3/8” hemmed 
edge, 4 color choices (Almond, Tan, Gray, Terracotta)

Sealant: BTL-1 Butyl
•	 Permanently elastic and tacky

•	 Freeze thaw stable

•	 Single-component, moisture cure

Metal Drip Edge Corners
•	 Available in 26-gauge Stainless Steel, 

24-gauge Kynar-coated, or 24-gauge Copper

•	 Pre-formed outside 90°

•	 Adjustable 325° to 22°

Select your Panel Options Below

2024 TotalFlash Sell Sheet_KBP_641587_080924



Rev2 SF  07/03/14

Install remaining sections using the lap system and sealant / 
adhesive. Caulk top of termination bar D . Loose brick units can be 
used to temporarily hold down TotalFlash while sealant / adhesive 
cures.

4 STEP FOUR

Notes: 
• The use of Carborundum Saw blades to cut the Stainless Steel Drip Edge can result in a slight surface rust on any exposed metal.  
• Muriatic Acid at any dilution is not recommended on Stainless Steel.     • Uses a 5/32" Drill Bit & 5/16" Nut Driver

• Instructions for removing drip edge:  When long runs of TotalFlash do not require the starter panel, the lap can be created by cutting with a 
knife the glue that holds the drip edge to the membrane and snipping off 6 inches of drip edge.  

Install remaining rigid board insulation over TotalFlash. Lay a mortar 
bed directly atop the TotalFlash weep tabs and install the brick 
veneer. For proper drainage, ensure the tips of the weep tabs are 
exposed when tooling the first mortar joint.

5    STEP FIVE

Apply sealant / adhesive to prefabricated Stainless Steel Corner 
Ausing 1 bead of adhesive.

A

INSTALL T
OTALFLASH

FROM LEFT TO RIGHT 

Install pre-formed 14" Corner Boot Busing 1 bead of sealant / 
adhesive. 

Begin TotalFlash installation at the leftmost 
corner using the TotalFlash starter strip.

Install starter strip Cadjacent to corner drip 
using sealant / adhesive applied horizontally 
behind termination bar and drip edge and two 
beads vertically at ends of TotalFlash panel as 
shown to the right. Install subsequent sections 
of TotalFlash from left to right.

3 STEP THREE

Sealant / Adhesive sets up quickly:
Install the Drip Edge on brick ledge. Create the crease at Drip 
Edge & backup wall until tight. Work the TotalFlash up the wall 
creating a smooth tight fit. Attach Termination Bar to the backup 
wall. Termination Bars may not align horizontally.

INSTALLATION GUIDE A
TotalFlash Installed Behind Rigid Insulation Board

 2     STEP TWO1     STEP ONE

b
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Install 8" high sections of rigid insulation board 
against back up wall.

Begin TotalFlash installation at the leftmost 
corner using the TotalFlash starter strip 
Cadjacent to corner drip using sealant 
/ adhesive applied horizontally behind 
termination bar and drip edge and two beads 
vertically at ends of TotalFlash panel as shown 
to the right. Install subsequent sections of 
TotalFlash from left to right.

3 STEP THREE

Install remaining sections using the lap system & adhesive, trim 
end section flush with corner drip. Caulk top of termination bar D . 
Use loose bricks to temporarily hold down TotalFlash while sealant 
/ adhesive cures.

4 STEP FOUR

Install remaining rigid insulation board.

5 STEP FIVE

Sealant / Adhesive sets up quickly:
Install the Drip Edge on brick ledge. Create the crease at 
Drip Edge & backup wall until tight. Work the TotalFlash 
up the wall creating a smooth tight fit. Attach Termination 
Bar to the backup wall. Termination Bars may not align 
horizontally.

Apply sealant / adhesive to prefabricated Stainless Steel Corner 
Ausing 1 bead of adhesive.

1 STEP ONE

A

2 STEP TWO

Install pre-formed 14" Corner Boot Busing 1 bead of sealant / 
adhesive. 

B

C

INSTALL T
otalFlash

FROM LEFT TO RIGHT 

Caulk top of Corner 

Boot

INSTALLATION GUIDE B

TotalFlash Installed in Front of Rigid Insulation Board
Notes: 
• The use of Carborundum Saw blades to cut the Stainless Steel Drip Edge can result in a slight surface rust on any exposed metal.  
• Muriatic Acid at any dilution is not recommended on Stainless Steel.     • Uses a 5/32" Drill Bit & 5/16" Nut Driver

• Instructions for removing drip edge:  When long runs of TotalFlash do not require the starter panel, the lap can be created by cutting with a 
knife the glue that holds the drip edge to the membrane and snipping off 6 inches of drip edge.  
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Install 8" high sections of rigid insulation board against backup 
wall 12" from corner.

2 STEP TWO1 STEP ONE

Install pre-formed 14" Corner Boot Ausing 1 bead of sealant / 
adhesive. 

Trim the left side of the TotalFlash drip edge hem at 45o and install 
into inside corner with sealant / adhesive and termination bars 
screws supplied.

4 STEP FOUR

Trim top of Corner Boot flush with Termination Bar. Caulk top of 
termination bar d . Loose brick units can be used to temporarily 
hold down TotalFlash while sealant / adhesive cures.

5 STEP FIVE

Begin TotalFlash installation at the leftmost edge 
of the wall using the TotalFlash starter strip 
piece b  (place it directly against the stainless 
steel corner piece previously set).  Use sealant / 
adhesive applied horizontally behind termination 
bar and drip edge and two beads vertically at 
ends of TotalFlash panel as shown to the right.   
Trim off excess TotalFlash panel. c . 

Install remaining sections using the lap system 
and sealant / adhesive. Caulk top of termination 
bar 

3 STEP THREE

. Loose brick units can be used to temporarily
sh while sealant / adhesive cures.

o inside corner with sealant / adhesive and termina
ews supplied.

A

c

d

INSTALLATION GUIDE INSIDE CORNER

B

Notes: 
• The use of Carborundum Saw blades to cut the Stainless Steel Drip Edge can result in a slight surface rust on any exposed metal.  
• Muriatic Acid at any dilution is not recommended on Stainless Steel.     • Uses a 5/32" Drill Bit & 5/16" Nut Driver

• Instructions for removing drip edge:  When long runs of TotalFlash do not require the starter panel, the lap can be created by cutting with a 
knife the glue that holds the drip edge to the membrane and snipping off 6 inches of drip edge.  
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INSTALLATION GUIDE A

Window Head Flashing 

TotalFlash Installed Behind Rigid Insulation Board

Install pre-formed end dams A  on both ends of opening using 
sealant / adhesive, trim to fit.

1 STEP ONE 2 STEP TWO

Install 8" high sections of rigid insulation board against back up 
wall at lintel. 

Install first section of TotalFlash adjacent to 
end dam using sealant / adhesive adhesive 
and screws. Trim TotalFlash to fit opening. 

For larger openings, install additional 
TotalFlash sections using the integrated lap 
system, sealant / adhesive and screws.

3 STEP THREE

Caulk top of Termination Bar.

4 STEP FOUR

Install remaining rigid insulation board and install brick veneer.

5 STEP FIVE

BEFORE PROCEEDING: If you have questions or need more information, please contact Mortar 
Net Solutions® at 800-664-6638 or go to www.mortarnet.com

For even faster installation contact Mortar Net Solutions® 

to inquire about TotalFlash window head panels made 

to the exact size needed.

sealant / adhesive, trim to fit.

A
A

Notes: 
• The use of Carborundum Saw blades to cut the Stainless Steel Drip Edge can result in a slight surface rust on any exposed metal.  
• Muriatic Acid at any dilution is not recommended on Stainless Steel.     • Uses a 5/32" Drill Bit & 5/16" Nut Driver

• Instructions for removing drip edge:  When long runs of TotalFlash do not require the starter panel, the lap can be created by cutting with a 
knife the glue that holds the drip edge to the membrane and snipping off 6 inches of drip edge.  
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BEFORE PROCEEDING: If you have questions or need more information, please contact Mortar Net 
Solutions® at 800-664-6638 or go to www.mortarnet.com

Caulk top of Termination Bar B . Install rigid 
insulation on top of TotalFlash. Install brick 
veneer above lintel.

3 STEP THREE

For even faster installation contact Mortar Net Solutions® to inquire about 

TotalFlash window head panels made to the exact size needed.

Install first section of TotalFlash adjacent to 
end dam using sealant / adhesive and screws. 
Trim TotalFlash to fit opening. 

For larger openings, install additional 
TotalFlash sections using the integrated lap 
system, sealant / adhesive and screws.

2 STEP TWO

Install pre-formed end dams A  on both 
ends of opening using sealant / adhesive, 
trim to fit.

1 STEP 
A A

B

INSTALLATION GUIDE B

Window Head Flashing 

TotalFlash Installed in Front of Rigid Insulation BoardNotes: 
• The use of Carborundum Saw blades to cut 
the Stainless Steel Drip Edge can result in a 
slight surface rust on any exposed metal. 

• Muriatic Acid at any dilution is not 
recommended on Stainless Steel. 

• Uses a 5/32" Drill Bit & 5/16" Nut Driver

• Instructions for removing drip edge:  When 
long runs of TotalFlash do not require the 
starter panel, the lap can be created by cutting 
with a knife the glue that holds the drip edge 
to the membrane and snipping off 6 inches of 
drip edge.  



 

2015 

 
 
 
 
 
 
 

Certificate of Compliance 
 
This letter is to certify that TotalFlash® meets specifications as described.  
 
TotalFlash® was tested in accordance with ASTM E514, "Test Method for Water Penetration 
and Leakage Through Masonry".  
 
TotalFlash® is manufactured in the United States and meets the requirements as described in 
the American Recovery and Reinvestment Act (ARRA) of 2009.  
 
Regards, 
 
 
 
Greg Skyta 
Construction Services 
Business Development Associate 
gskyta@mortarnet.com 
219-850-4516 



Mortar Net Solutions®

326 Melton Road
Burns Harbor, IN  46304

Testing
TotalFlash®
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Section 2: Hazards Identification

Section 1: Identification

GHS-

•
•
•

Hazards Not Other

US Labeling: 

wise Classified: 

Section 3: Composition/Information on Ingredients

Product Form: 
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Safety Data Sheet 
TotalFlash® Copper Laminate

1/14 
Issue Date: 2015/May/31

Product Indentifiers: Coppers
UNS Alloy Numbers C10100; C10200; C10300; C10400; C10700; C11000; C11400; C11500; C11600; C12200; C14420

Intended Use of the Product: Manufacture of copper/copper alloy products for, but not limited to, architecture, automotive, 
building, consumer, electrical.

Solid Copper and Copper Alloys, in massive form (rod, plate, sheet, strip, bar) are not hazardous. 
GHS-US  Classification: Not Qualified

 No labeling Applicable

When processed by milling, grinding, welding, melting, sawing, brazing, burning or other similiar processes the generated dust, fines,
fume or mist may pose a hazard through inhalation, ingestion or by eye or skin contact.

Fine particles or dust dispersed in the air may present a fire/explosion hazard.
Exposure to fumes or dust may aggravate existing respiratory disease or dermatitis.
This product contains components that are environmentally hazardous and small chips, turnings and dust from processing my be 
toxic to aquatic life.

Name, Address, and Telephone of Manufacturer: Mortar Net Solutions™ 326 Melton Road Burns Harbor, IN 46304 
Phone: (800) 664-6638 Fax: (219) 787-5088 Website: www.mortarnet.com
Emergency Telephone Number: (800) 448-1776 or (315) 338-2022
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Section 4: First Aid Measures

Descr

General: Never give any

iption of First Aid Measures: 

thing by mouth to an unconscious person. If medical advice is needed, have this SDS at hand.

Inhalation: Remove to fresh air and keep at rest in a position comfortable for breathing. If symptoms develop seek medical 
attention. 

Skin Contact: Do not rub. Wash with plenty of soap and water. Promptly treat cuts or abrasions by thorough cleaning of the 
affected area. Contact with hot or molten metal will cause thermal burns, cool rapidly and seek medical attention. 

Eye Contact: Do not rub. Thoroughly flush eyes with water for at least 15 minutes, including under lids, to remove all particles. 
Seek immediate medical attention for abrasions or other injuries to the eye.  

Ingestion: Rinse mouth. Drink water to dilute. Seek medical attention if symptoms develop or you feel ill.

Most Important Symptoms and Effects both Acute and Delayed: 

Inhalation: Short term exposure to fumes or dust may produce irritation of the mucous membranes and respiratory system.
Exposure to metal fumes can produce an acute allergic condition known as “metal fume fever”. Symptoms may 
include chills, muscle aches, nausea, fever, dry throat, cough, weakness, and lassitude. The onset of symptoms 
may be delayed several hours and recovery generally occurs without intervention within 24 to 48 hours. 

Skin Contact: Contact with fumes or metal powder may irritate skin. Contact with hot, molten metal will cause thermal burns. 
Injury from flying particles is possible. 

Eye Contact: Short term exposure to fumes or dusts may cause eye irritation. Mechanical injury can result from particulate.

Ingestion: Ingestion of dust may cause nausea, vomiting, abdominal pain, metallic taste and diarrhea. Ingestion of large 
doses may cause stomach and intestine ulceration, jaundice and kidney or liver damage.  

Indication of Any Immediate Medical Attention or Special Treatment Needed: 

If you feel unwell, seek medical advice. Have this SDS available. 

Section 5: Fire-Fighting Measures

Suitable  Extinguishing Media: Solid products are not flammable or explosive, use extinguishing media appropriate 
for surrounding fire. Use Class D extinguishing agents or dry sand on fires involving 
dust or fines.

Unsuitable Extinguishing Media: Do NOT use water on molten material, will react violently due to steam explosions.
Do NOT use water or halogenated extinguishing agents on fires involving dust or 
fines. 
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Solid Copper and Copper Alloys, in massive form (rod, plate, sheet, strip, bar) do not present inhalation, ingestion, eye contact 
or skin contact hazards.  The information below relates to the dust, fines, fumes or mists generated by subsequent processing.
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Specific Hazards Arising from Material:  Dusts or fines may burn if they are ignited.
Fumes may contain oxides of copper and other ingredients. 
Fine particles or dust dispersed in the air may present a fire/explosion hazard. 
Use of water on molten material will cause steam explosions. 

Special Protective Equipment and 
Precautions for Firefighters: 

Do not breathe fumes from fires or vapors from decomposition, wear self-contained 
NIOSH approved breathing apparatus. Wear full protective clothing. 

Section 6: Accidental Release Measures 

Not applicable to copper and copper alloys in the massive form. The information below relates to the dust or fines generated by 
processing. 

Personal Precautions, Protective Equipment and Emergency 
Procedures: 

Avoid generation of airborne dust. Ensure adequate ventilation. 
Protect clean-up personnel from inhalation of dusts or fumes, or 
contact with eyes and skin. 

Environmental Precautions: 

Methods/Material for Containment and Clean Up:

See Sec 8 and Sec 13.Reference to Other Sections : 

Section 7: Handling and Storage 

Precautions for Safe Handling: As sold in the massive form, copper and copper alloys pose no chemical handling hazard. Avoid 
contact with sharp edges, wear proper gloves when handling. Dust, fines, fumes or mist 
generated by processing may pose a hazard through inhalation, ingestion and eye or by skin 
contact. Avoid breathing metal fumes and/or dust. Practice good housekeeping. Practice 
good hygiene. Avoid generating dusts. Eating, drinking or smoking should not be allowed in 
areas where these alloys are processed. 

Other than incompatibles, no special storage conditions for copper in the massive form.Conditions for Safe Storage: 

Incompatible Materials: Strong acids. Strong bases. Strong oxidizers. Halogens. Mercury. 
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Do not flush dust or fines to surface waters, soil or sanitary system.

Dust and fines should be cleaned up avoiding generation of 
airborne particulates. Wash down with water if in contact with 
acids.
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Appropriate Engineering Controls: Use appropriate engineering controls to minimize exposure to airborne concentrations during 
chemical treatment, milling, grinding, welding, melting, sawing, brazing, burning or other 
similar processes. 

Provide emergency eye wash fountains and safety showers in the immediate vicinity of any 
potential exposure. 

Personal Protective Equipment: Highly dependent upon process being performed. User must review every process 
individually to evaluate appropriate PPE. Do not eat, drink or smoke during processing 
operations. 

As appropriate for process and engineering controls in place. 

Safety glasses, chemical goggles or face shield as appropriate to process. 

Respiratory Protection: 

Eye Protection: 

Hand Protection: Cut resistant gloves whenever handling. Chemically resistant gloves or thermally resistant 
gloves as appropriate to process. 

Skin and Body Protection: Wear suitable protective clothing. With molten material wear thermally protective clothing.

Hygiene Measures: Wash hands and other exposed areas with mild soap and water before eating, drinking or 
smoking and when leaving work.  

Control Parameters  
For substances listed in section 3 that are not listed here,  there are no established exposure limits from the manufacturer, 
supplier, importer, or the appropriate advisory agency including: ACGIH (TLV), NIOSH (REL), OSHA (PEL), Canadian provincial 
governments, or the Mexican government. 

Copper (7440-50-8) 
Mexico OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Mexico OEL STEL (mg/m³) 2 mg/m³ (fume)

2 mg/m³ (dust and mist) 
USA ACGIH ACGIH TWA (mg/m³) 0.2 mg/m³ (fume)
USA OSHA OSHA PEL (TWA) (mg/m³) 0.1 mg/m³ (fume)

1 mg/m³ (dust and mist) 
USA NIOSH NIOSH REL (TWA) (mg/m³) 1 mg/m³ (dust and mist) 

0.1 mg/m³ (fume) 
USA IDLH US IDLH (mg/m³) 100 mg/m³ (dust, fume and mist) 
Alberta OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
British Columbia OEL TWA (mg/m³) 1 mg/m³ (dust and mist) 

0.2 mg/m³ (fume) 
Manitoba OEL TWA (mg/m³) 0.2 mg/m³ (fume)
New Brunswick OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
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Newfoundland & 
Labrador 

OEL TWA (mg/m³) 0.2 mg/m³ (fume)

Nova Scotia OEL TWA (mg/m³) 0.2 mg/m³ (fume)
Nunavut OEL STEL (mg/m³) 0.6 mg/m³ (fume)

2 mg/m³ (dust and mist) 
Nunavut OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Northwest Territories OEL STEL (mg/m³) 0.6 mg/m³ (fume)

2 mg/m³ (dust and mist) 
Northwest Territories OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Ontario OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Prince Edward Island OEL TWA (mg/m³) 0.2 mg/m³ (fume)
Québec VEMP (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Saskatchewan OEL STEL (mg/m³) 0.6 mg/m³ (fume)

3 mg/m³ (dust and mist) 
Saskatchewan OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 
Yukon OEL STEL (mg/m³) 0.2 mg/m³ (fume)

2 mg/m³ (dust and mist) 
Yukon OEL TWA (mg/m³) 0.2 mg/m³ (fume)

1 mg/m³ (dust and mist) 

Tin (7440-31-5) 
Mexico OEL TWA (mg/m³) 2 mg/m³
Mexico OEL STEL (mg/m³) 4 mg/m³
USA ACGIH ACGIH TWA (mg/m³) 2 mg/m³
USA NIOSH NIOSH REL (TWA) (mg/m³) 2 mg/m³
USA IDLH US IDLH (mg/m³) 100 mg/m³
Alberta OEL TWA (mg/m³) 2 mg/m³
British Columbia OEL TWA (mg/m³) 2 mg/m³
Manitoba OEL TWA (mg/m³) 2 mg/m³
New Brunswick OEL TWA (mg/m³) 2 mg/m³
Newfoundland & 
Labrador 

OEL TWA (mg/m³) 2 mg/m³

Nova Scotia OEL TWA (mg/m³) 2 mg/m³
Ontario OEL TWA (mg/m³) 2 mg/m³
Prince Edward Island OEL TWA (mg/m³) 2 mg/m³
Québec VEMP (mg/m³) 2 mg/m³
Saskatchewan OEL STEL (mg/m³) 4 mg/m³
Saskatchewan OEL TWA (mg/m³) 2 mg/m³
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Tellurium (13494-80-9) 
Mexico OEL TWA (mg/m³) 0.1 mg/m³
USA ACGIH ACGIH TWA (mg/m³) 0.1 mg/m³
USA OSHA OSHA PEL (TWA) (mg/m³) 0.1 mg/m³
USA NIOSH NIOSH REL (TWA) (mg/m³) 0.1 mg/m³
USA IDLH US IDLH (mg/m³) 25 mg/m³
Alberta OEL TWA (mg/m³) 0.1 mg/m³
British Columbia OEL TWA (mg/m³) 0.1 mg/m³
Manitoba OEL TWA (mg/m³) 0.1 mg/m³
New Brunswick OEL TWA (mg/m³) 0.1 mg/m³
Newfoundland & 
Labrador 

OEL TWA (mg/m³) 0.1 mg/m³

Nova Scotia OEL TWA (mg/m³) 0.1 mg/m³
Nunavut OEL STEL (mg/m³) 0.3 mg/m³
Nunavut OEL TWA (mg/m³) 0.1 mg/m³
Northwest Territories OEL STEL (mg/m³) 0.3 mg/m³
Northwest Territories OEL TWA (mg/m³) 0.1 mg/m³
Ontario OEL TWA (mg/m³) 0.1 mg/m³
Prince Edward Island OEL TWA (mg/m³) 0.1 mg/m³
Québec VEMP (mg/m³) 0.1 mg/m³
Saskatchewan OEL STEL (mg/m³) 0.3 mg/m³
Saskatchewan OEL TWA (mg/m³) 0.1 mg/m³
Yukon OEL STEL (mg/m³) 0.1 mg/m³
Yukon OEL TWA (mg/m³) 0.1 mg/m³

Silver (7440-22-4) 
Mexico OEL TWA (mg/m³) 0.1 mg/m³
USA ACGIH ACGIH TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
USA OSHA OSHA PEL (TWA) (mg/m³) 0.01 mg/m³
USA NIOSH NIOSH REL (TWA) (mg/m³) 0.01 mg/m³ (dust)
USA IDLH US IDLH (mg/m³) 10 mg/m³ (dust)
Alberta OEL TWA (mg/m³) 0.1 mg/m³
British Columbia OEL STEL (mg/m³) 0.03 mg/m³
British Columbia OEL TWA (mg/m³) 0.01 mg/m³
Manitoba OEL TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
New Brunswick OEL TWA (mg/m³) 0.1 mg/m³
Newfoundland & 
Labrador 

OEL TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
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Nova Scotia OEL TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
Nunavut OEL STEL (mg/m³) 0.3 mg/m³
Nunavut OEL TWA (mg/m³) 0.1 mg/m³
Northwest Territories OEL STEL (mg/m³) 0.3 mg/m³
Northwest Territories OEL TWA (mg/m³) 0.1 mg/m³
Ontario OEL TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
Prince Edward Island OEL TWA (mg/m³) 0.1 mg/m³ (dust and fume) 
Québec VEMP (mg/m³) 0.1 mg/m³
Saskatchewan OEL STEL (mg/m³) 0.3 mg/m³
Saskatchewan OEL TWA (mg/m³) 0.1 mg/m³
Yukon OEL STEL (mg/m³) 0.03 mg/m³
Yukon OEL TWA (mg/m³) 0.01 mg/m³

Phosphorus (7723-14-0) 
Alberta OEL TWA (mg/m³) 0.1 mg/m³ (yellow)
New Brunswick OEL TWA (mg/m³) 0.1 mg/m³ (yellow)
New Brunswick OEL TWA (ppm) 0.02 ppm (yellow)
Québec VEMP (mg/m³) 0.1 mg/m³ (yellow)

Physical State: Solid Appearance: Reddish to dark brown 
Odor: Odorless Odor Threshold: Not applicable
pH: Not applicable Evaporation Rate: Not applicable
Melting Point: 1083 °C (1981 °F) Freezing Point: 1065 °C (1950 °F)
Boiling Point: Not available Boiling Point Range: Not available
Flash Point: Not applicable Auto-ignition Temperature: Not applicable
Flammability (solid, gas): Not flammable Decomposition Temperature: Not applicable
Upper Flammable Limit Not applicable Lower Flammable Limit: Not applicable
Vapor Pressure: applicableNot Vapor Density at 20 °C: Not applicable

Section 9: Physical and Chemical Properties

Relative Density: 8.89 - 8.94 g/cm3 @ 20 °C Specific Gravity: 8.89 - 8.94
Solubility: Negligible in water Viscosity: Not applicable
Explosion Data – Sensitivity 
to Mechanical Impact: 

Not expected to present an 
explosion hazard due to 
mechanical impact 

Explosion Data – Sensitivity to 
Static Discharge: 

Not expected to present an 
explosion hazard due to static 
discharge 

Partition Coefficient: 
N-Octanol/Water: 

Not applicable 
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Section 11: Toxicological Information

Section 10: Stability and Reactivity

Reactivity: Stable under normal conditions.

Chemical Stability: Stable under normal conditions of use and under recommended handling and storage 
conditions. (Section 7)
Hazardous polymerization cannot occur.

Avoid creating or spreading dust. Incompatible materials. 

Possibility of Hazardous Reactions: 

Conditions to Avoid: 

Incompatible Materials: Strong acids. Strong bases. Strong oxidizers. Halogens. Mercury. 
Water (when in molten form) 

Hazardous Decomposition Products: When heated to decomposition, may produce metal oxides and fumes.
Contact with strong acids will release hydrogen gas. 

Solid copper and copper alloys in massive form (rod, plate, sheet, strip, bar), do not present inhalation, ingestion, eye or skin contact 
hazards. 

When processed by milling, grinding, welding, melting, sawing, brazing, burning or other similar processes the generated dust, fines, 
fume or mist may pose a hazard through inhalation, ingestion or by eye or skin contact. Most likely exposure routes: For dust: 
ingestion, inhalation, skin and eye contact. For fume: inhalation and eye contact.  

Symptoms/Injuries After Inhalation: Metal fumes or dust may irritate the mucous membranes and respiratory tract
(shortness of breath, wheezing, coughing) 
Metal fumes or dust can produce an acute allergic condition known as “metal fume 
fever”. Symptoms of metal fume fever may include chills, muscle aches, nausea, fever, 
dry throat, cough, weakness, and lassitude. The onset of symptoms may be delayed 
several hours and recovery generally occurs without intervention within 24 to 48 hours. 

Symptoms/Injuries After Skin Contact: Dust or fines may irritate skin.
Hot or molten metal will cause thermal burns. 
Mechanical injury from flying particles and chipped slag is possible. 

Symptoms/Injuries After Eye Contact: Dust, fines or fumes may cause eye irritation.
Hot or molten metal will cause thermal burns. 
Mechanical damage via flying particles and chipped slag is possible. 

Symptoms/Injuries After Ingestion: Ingestion of dusts or fines from processing can occur due to poor hygiene and may 
produce irritation of the gastrointestinal tract (nausea, vomiting, and diarrhea). 

Information on likely routes of exposure
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Chronic Symptoms: 
Copper: Overexposure to fumes may cause metal fume fever.  Tissue damage of mucous membranes may follow chronic 

dust exposure.  
Tin: Has been shown to increase incidence of sarcoma in animal tests. 

Chronic exposure to tin dusts and fume may result in "stannosis", a mild form of pneumoconiosis. 
Silver: Chronic skin contact or ingestion of silver dust, salts or fume can result in a condition known as Argyria, a condition 

with bluish pigmentation of the skin and eyes. 
Lead: Chronic exposure to fumes and/or dust or ingestion of dust can cause kidney damage, anemia, 

reproductive defects, developmental defects and permanent nervous system damage. Other reported 
symptoms include polyneuritis, diminished vision and peripheral neuropathy, such as tingling or loss of 
feeling in fingers, arms & legs, gingival lead line; hypertension. 

Information on Toxicological Effects – Product in Massive Form 

Acute Toxicity: Not available Germ Cell Mutagenicity: Not classified

LD50 and LC50 Data: Teratogenicity:Not classified Not classified

Skin Corrosion/Irritation: Not applicable Carcinogenicity: Not classified

Serious Eye Damage/Irritation: Not classified Specific Target Organ Toxicity (Repeated Exposure): Not classified

pH: Not applicable Reproductive Toxicity: Not classified

Respiratory or Skin Sensitization: Not classified Specific Target Organ Toxicity (Single Exposure): Not classified

Aspiration Hazard: Not classified

Information on Toxicological Effects - Ingredient(s) 

LD50 and LC50 Data: 

Tellurium (13494-80-9) 
LD50 Oral Rat 83 mg/kg
LC50 Inhalation Rat > 2420 mg/m³ (Exposure time: 4 h) 
ATE US (dust, mist) 1.50 mg/l/4h

Silver (7440-22-4) 
LD50 Oral Rat > 2000 mg/kg

Phosphorus elemental (7723-14-0) 
LD50 Oral Rat 3.03 mg/kg
LD50 Dermal Rat 100 mg/kg
LC50 Inhalation Rat 4.3 mg/l (Exposure time: 1 h)
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Section 13:  Disposal Considerations 

Section 12: Ecological Information

12.1.  Toxicity  No additional information available 

Copper (7440-50-8) 
LC50 Fish 1 <= 0.0068 (0.0068 - 0.0156) mg/l (Exposure time: 96 h - Species: Pimephales promelas)
EC50 Daphnia 1 0.03 mg/l (Exposure time: 48 h - Species: Daphnia magna [Static]) 
EC50 Other Aquatic Organisms 1 0.0426 (0.0426 - 0.0535) mg/l (Exposure time: 72 h - Species: Pseudokirchneriella 

subcapitata [static]) 
LC 50 Fish 2 0.3 mg/l (Exposure time: 96 h - Species: Pimephales promelas [static]) 
EC50 Other Aquatic Organisms 2 0.031 (0.031 - 0.054) mg/l (Exposure time: 96 h - Species: Pseudokirchneriella subcapitata 

[static]) 
Silver (7440-22-4) 
LC50 Fish 1 0.00155 (0.00155 - 0.00293) mg/l (Exposure time: 96 h - Species: Pimephales promelas 

[static]) 
EC50 Daphnia 1 0.00024 mg/l (Exposure time: 48 h - Species: Daphnia magna [Static]) 
LC 50 Fish 2 0.0062 mg/l (Exposure time: 96 h - Species: Oncorhynchus mykiss [flow-through])

SECTION 13: DISPOSAL CONSIDERATIONS 

Waste Disposal Methods: Recycle all solid copper and copper alloy scrap. Dust, fines or powders should also be recycled or 
classified by an environmental professional and disposed of in accordance with all local, 
regional, national, provincial, territorial and international regulations. Do not dispose of dust, 
fines and powders to surface waters or sanitary sewers.

Packaging Disposal: Dispose of in accordance with all local, regional, national, provincial, territorial and international 
regulations. 

In Accordance with DOT: Not regulated for transport

In Accordance with IMDG: Not regulated for transport

In Accordance with IATA: Not regulated for transport

In Accordance with TDG: Not regulated for transport

Section 14: Transport Information 
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12.2. Persistence and Degradability   Not readily biodegradable.

12.3. Bioaccumulative Potential         Not available

12.4.  Mobility in Soil       Not available

12.5.  Other Adverse Effects                Not available



Copper (7440-50-8) 
Listed on the United States TSCA (Toxic Substances Control Act) inventory
Listed on United States SARA Section 313 
SARA Section 313 - Emission Reporting 1.0 %

Tin (7440-31-5) 
Listed on the United States TSCA (Toxic Substances Control Act) inventory

Tellurium (13494-80-9) 
Listed on the United States TSCA (Toxic Substances Control Act) inventory

Silver (7440-22-4) 
Listed on the United States TSCA (Toxic Substances Control Act) inventory
Listed on United States SARA Section 313 
RQ (Reportable Quantity, Section 304 of EPA's List of Lists): 1000 lb < 100 um     CERCLA/SARA RQ CHANGE TITLE
SARA Section 313 - Emission Reporting 1.0 %

Phosphorus Elemental (7723-14-0) 
Listed on the United States TSCA (Toxic Substances Control Act) inventory
Listed on the United States SARA Section 302  
Listed on United States SARA Section 313 
SARA Section 302 Threshold Planning Quantity (TPQ) 100 (This material is a reactive solid. The TPQ does not default to 

10000 pounds for non-powder, non-molten, non-solution form) 
SARA Section 313 - Emission Reporting 1.0 % (yellow or white)

 

15.2. US State Regulations 

Copper (7440-50-8) 
U.S. - Massachusetts - Right To Know List 
U.S. - New Jersey - Right to Know Hazardous Substance List 
U.S. - Pennsylvania - RTK (Right to Know) - Environmental Hazard List 
U.S. - Pennsylvania - RTK (Right to Know) List 

Tin (7440-31-5) 
U.S. - Massachusetts - Right To Know List 
U.S. - New Jersey - Right to Know Hazardous Substance List 
U.S. - Pennsylvania - RTK (Right to Know) List 

Tellurium (13494-80-9) 
U.S. - Massachusetts - Right To Know List 
U.S. - New Jersey - Right to Know Hazardous Substance List 
U.S. - Pennsylvania - RTK (Right to Know) - Environmental Hazard List 
U.S. - Pennsylvania - RTK (Right to Know) List 
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Section 15: Regulatory Information 
15.1.    US Federal Regulations 
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Silver (7440-22-4) 
U.S. - Massachusetts - Right To Know List 
U.S. - New Jersey - Right to Know Hazardous Substance List 
U.S. - Pennsylvania - RTK (Right to Know) - Environmental Hazard List 
U.S. - Pennsylvania - RTK (Right to Know) List 

Phosphorus Elemental (7723-14-0) 
U.S. - Massachusetts - Right To Know List 
U.S. - New Jersey - Right to Know Hazardous Substance List 
U.S. - Pennsylvania - RTK (Right to Know) - Environmental Hazard List 
U.S. - Pennsylvania - RTK (Right to Know) List 

Lead (7439-92-1) 
U.S. - California - Proposition 65 - Carcinogens List WARNING: This product contains chemicals known to the State of 

California to cause cancer. 
U.S. - California - Proposition 65 - Developmental Toxicity WARNING: This product contains chemicals known to the State of 

California to cause birth defects. 
U.S. - California - Proposition 65 - Reproductive Toxicity -
Female 

WARNING: This product contains chemicals known to the State of 
California to cause (Female) reproductive harm. 

U.S. - California - Proposition 65 - Reproductive Toxicity -
Male 

WARNING: This product contains chemicals known to the State of 
California to cause (Male) reproductive harm. 

Nickel (7440-02-0) 
U.S. - California - Proposition 65 - Carcinogens List WARNING: This product contains chemicals known to the State of 

California to cause cancer. 

15.3. Canadian Regulations 

Copper (7440-50-8) 
Listed on the Canadian DSL (Domestic Substances List)
Listed on the Canadian IDL (Ingredient Disclosure List) 
IDL Concentration 1 % 
WHMIS Classification Uncontrolled product according to WHMIS classification criteria

Tin (7440-31-5) 
Listed on the Canadian DSL (Domestic Substances List)
Listed on the Canadian IDL (Ingredient Disclosure List) 
IDL Concentration 1 % 
WHMIS Classification Uncontrolled product according to WHMIS classification criteria

Tellurium (13494-80-9) 
Listed on the Canadian DSL (Domestic Substances List)
Listed on the Canadian IDL (Ingredient Disclosure List) 
IDL Concentration 1 % 
WHMIS Classification Class D Division 1 Subdivision B - Toxic material causing immediate and serious toxic effects

Class D Division 2 Subdivision B - Toxic material causing other toxic effects 

Copper and Copper Alloys 
WHMIS Classification Uncontrolled product according to WHMIS classification criteria

Safety Data Sheet 
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Other Information, Including Date of Preparation or Last Revision 

Silver (7440-22-4) 
Listed on the Canadian DSL (Domestic Substances List)
Listed on the Canadian IDL (Ingredient Disclosure List) 
IDL Concentration 1 % 
WHMIS Classification Uncontrolled product according to WHMIS classification criteria

Phosphorus Elemental (7723-14-0) 
Listed on the Canadian DSL (Domestic Substances List)
Listed on the Canadian IDL (Ingredient Disclosure List) 

IDL Concentration 1 % 
WHMIS Classification Class B Division 4 - Flammable Solid

Class D Division 1 Subdivision A - Very toxic material causing immediate and serious toxic effects 
Class E - Corrosive Material 

This product has been classified in accordance with the hazard criteria of the Controlled Products Regulations (CPR) and the SDS 
contains all of the information required by CPR. 

GHS Full Text Phrases: 
Acute Tox. 3 (Oral) Acute toxicity (oral) Category 3
Acute Tox. 4 (Inhalation: dust,mist) Acute toxicity (inhalation:dust,mist) Category 4
Aquatic Acute 1 Hazardous to the aquatic environment - Acute Hazard Category 1 
Aquatic Chronic 1 Hazardous to the aquatic environment - Chronic Hazard Category 1 
Aquatic Chronic 2 Hazardous to the aquatic environment - Chronic Hazard Category 2 
Aquatic Chronic 4 Hazardous to the aquatic environment - Chronic Hazard Category 4 
Comb. Dust Combustible Dust
Skin Sens. 1B Skin sensitization Category 1B
STOT SE 3 Specific target organ toxicity (single exposure) Category 3 

May form combustible dust concentrations in air
H301 Toxic if swallowed
H317 May cause an allergic skin reaction
H332 Harmful if inhaled
H335 May cause respiratory irritation
H400 Very toxic to aquatic life
H410 Very toxic to aquatic life with long lasting effects
H411 Toxic to aquatic life with long lasting effects
H413 May cause long lasting harmful effects to aquatic life
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Party Responsible for the Preparation of This Document 
Mortar Net Solutions™ 

326 Melton Road
Burns Harbor, IN 46304
T: (800) 664-6638  F: (219) 787-5088

Revision Date: 5/31/2015  

This document has been prepared in accordance with the SDS requirements of the OSHA Hazard Communication Standard 29 CFR 
1910.1200. 

Mortar Net Solutions™,  based on our current knowledge, believes the information contained herein to be accurate and 
reliable. However, the information is provided without any representation or warranty, expressed or implied, regarding 
the accuracy or correctness. The conditions or methods of handling, storage, use, and disposal of the product are 
beyond our control and may be beyond our knowledge. For this and other reasons, we do not assume responsibility and 
expressly disclaim liability for loss, damage, or expense arising out of or in any way connected with the handling, 
storage, use, or disposal of the product. Final determination of occupational safety and health and environmental 
compliance and suitability of this material is the sole responsibility of the user.  
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	Panel Height: Off
	45Mil EPDM: Off
	40Mil Rubberized Asphalt: Off
	40Mil TPO: Off
	Stainless Steel: Off
	SelfAdhering Stainless Steel: Off
	5oz Copper: On
	Other: Off
	24gauge Coldrolled Copper: Off
	No Drip Edge: Off
	Terracotta: Off
	Almond: Off
	Gray: Off
	Tan: Off
	PVC: Off
	16gauge Stainless Steel: Off
	16gauge Stainless Steel wLip: Off
	No Term Bar: Off
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	End Dam: On
	Inside Corner Boot: On
	Outside Corner Boot: On
	Specification Title: 
	Project: 
	Firm: 
	Phone: 
	Approval: 
	Date: 
	General Contractor: 
	Bid Date: 
	Comments: 
	BTL1 Adhesive and Sealant 1  103 oz cartridge: On
	Comment: 
	Synthetic Rubber: Off
	TPO: Off
	14 High Outside Corner Boot: Off
	14 High Inside Corner Boot: Off
	Universal End Dam: Off
	Left End Dam: Off
	Right Dam: Off
	90 Fixed: Off
	Adjustable 22 to 325: Off
	26gauge Stainless Steel: Off
	24gauge Kynar Galvanized Steel: Off
	24gauge Copper: Off


